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Taper industrial battery chargers, with high efficiency degree
EFFICIENT DATA MEMORY is the name of our series of taper 
battery chargers, fully developed and manufactured in our Italian 
factory. They are suitable to recharge flooded lead acid batteries 
for industrial usages, mainly electric fork lift trucks and battery 
powered floor machines.
Inside EDM series there are four key points:

EFFICIENCY: energy saving is today a priority. With our EDM series we 
have reached important results in this direction, not far from what you can 
obtain by using HF chargers (commonly regarded  the best solution today 
available to save energy in this field), thanks long studies in these areas:
- transformers calibration in order to always recharge with proper charge 
cycles
- transformers production, by always using the best raw material and 
components (H class copper, double insulation, and low losses core 
electrical sheet)
- EFFICIENCY FACTOR programmability, in order to proper modulate the 
charge in relation with the battery type and battery brand.
- New construction conceptions of diodes bridges.

QUALITY: EDM chargers are MADE IN ITALY and offer 36 
months* of warrantee time.
- All components and SW fully developed by our 
Technical Office
- All transformers manufactured in house
- All electrical wiring and assemblies are made in our 
factory
- We are ISO certified since 1996
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The mask is split into several parts:
general information connected to the collected data (date, customer 
name, battery-type, capacity and so on). 
These fields can be filled in
information about the charger setting
chargers serial numbers, where information were downloaded from
counters referred to the whole battery life:
Counter 1: total number of charge cycles (included those ones interrupted 
by the operator)
Counters 4, 5, 6, 7: all the charge cycles automatically completed split into 
4 groups in relation to their duration. 
We clearly understand  the average depth of discharge 
(i.e.: long recharge means deep discharge)
Counter 8: how many times the user interrupted the charge cycle before 
the automatic stop
Detailed information over the last month of charge cycles
Battery voltage and output current of the charger at the beginning of the 
charge
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FLEXIBILITY: several parameters of EDM chargers are programmable 
through MP TOP II programmer:
- EFFICIENCY FACTOR
- Equalization cycles
- Pump management (only in case the pump is installed in the charger)
- Delayed starting
-Gassing point (2.35/2.45 V/cell)
- Manual charge

DATA MEMORY: all EDM chargers are equipped with Data Memory. The 
Data Memory report can be displayed on MP TOP II screen of transferred 
to a PC. The recorded information easily allow to settle the following 
issues:
- if the charger has been properly installed
- if the energy package (battery and charger)has been properly used
- if the charger has a problem:
The mask is split into several part: 2

Battery voltage and output current of the charger at the end of the 
charge
Ah supplied to the battery during the charging process
Errors happened during the charging process
Stop conditions

■

■

■

■

Data memory report

12	 10	 50	 60	 70	 75,0	 80	 85,0	 90	 240	 0,14	 0,7	 8,5	 18	 EDM1210.GB	 384X271X293
	 	 15	 75	 90	 105	 112,5	 120	 127,5	 135	 240	 0,25	 1,2	 9,0	 18	 EDM1215.GB	 384X271X293
	 	 20	 100	 120	 140	 150,0	 160	 170,0	 180	 240	 0,28	 1,5	 10,0	 18	 EDM1220.GB	 384X271X293
	 	 30	 150	 180	 210	 225,0	 240	 255,0	 270	 240	 0,42	 2,2	 12,0	 18	 EDM1230.GB	 384X271X293
	 	 40	 200	 240	 280	 300,0	 320	 340,0	 360	 240	 0,70	 3,5	 15,0	 18	 EDM1240.GB	 384X271X293
	 	 50	 250	 300	 350	 375,0	 400	 425,0	 450	 240	 0,70	 3,7	 16,0	 18	 EDM1250.GB	 384X271X293
	 	 60	 300	 360	 420	 450,0	 480	 510,0	 540	 240	 1,04	 5,1	 17,0	 18	 EDM1260.GB	 384X271X293
	 24	 10	 50	 60	 70	 75,0	 80	 85,0	 90	 240	 0,28	 1,5	 10,0	 18	 EDM2410.GB	 384X271X293
	 	 15	 75	 90	 105	 112,5	 120	 127,5	 135	 240	 0,42	 2,2	 11,5	 18	 EDM2415.GB	 384X271X293
	 	 20	 100	 120	 140	 150,0	 160	 170,0	 180	 240	 0,56	 2,9	 13,0	 18	 EDM2420.GB	 384X271X293
	 	 30	 150	 180	 210	 225,0	 240	 255,0	 270	 240	 0,85	 4,4	 16,0	 18	 EDM2430.GB	 384X271X293
	 	 40	 200	 240	 280	 300,0	 320	 340,0	 360	 240	 1,13	 5,9	 18,0	 18	 EDM2440.GB	 384X271X293
	 	 50	 250	 300	 350	 375,0	 400	 425,0	 450	 240	 1,52	 7,8	 21,0	 18	 EDM2450.GB	 384X271X293
	 	 60	 300	 360	 420	 450,0	 480	 510,0	 540	 240	 1,85	 9,2	 23,0	 18	 EDM2460.GB	 384X271X293
	 	 80	 400	 480	 560	 600,0	 640	 680,0	 720	 240	 2,54	 13,1	 41,4	 8	 EDM2480M.GB	 590X367X480
	 	 100	 500	 600	 700	 750,0	 800	 850,0	 900	 240	 3,06	 15,4	 41,6	 8	 EDM24100M.GB	 590X367X480
	 	 120	 600	 720	 840	 900,0	 960	 1020,0	 1080	 240	 3,67	 18,4	 46,1	 8	 EDM24120M.GB	 590X367X480
	 	 140	 700	 840	 980	 1050,0	 1120	 1190,0	 1260	 240	 4,28	 24,5	 48,1	 8	 EDM24140M.GB	 590X367X480

36	 20	 100	 120	 140	 150,0	 160	 170,0	 180	 240	 0,85	 4,4	 14,5	 18	 EDM3620.GB	 384X271X293
	 	 30	 150	 180	 210	 225,0	 240	 255,0	 270	 240	 1,27	 6,6	 20,0	 18	 EDM3630.GB	 384X271X293
	 	 40	 200	 240	 280	 300,0	 320	 340,0	 360	 240	 1,70	 8,8	 22,5	 18	 EDM3640.GB	 384X271X293
	 	 50	 250	 300	 350	 375,0	 400	 425,0	 450	 240	 2,20	 11,0	 25,0	 18	 EDM3650.GB	 384X271X293
	 	 60	 300	 360	 420	 450,0	 480	 510,0	 540	 240	 2,66	 13,5	 40,0	 8	 EDM3660M.GB	 590X367X480
	 	 80	 400	 480	 560	 600,0	 640	 680,0	 720	 240	 3,53	 18,2	 45,0	 8	 EDM3680M.GB	 590X367X480
	 	 100	 500	 600	 700	 750,0	 800	 850,0	 900	 240	 4,23	 22,0	 48,2	 8	 EDM36100M.GB	 590X367X480
	 	 120	 600	 720	 840	 900,0	 960	 1020,0	 1080	 240	 5,29	 27,2	 53,1	 8	 EDM36120M.GB	 590X367X480
	 	 140	 700	 840	 980	 1050,0	 1120	 1190,0	 1260	 240	 6,17	 31,8	 60,0	 8	 EDM36140M.GB	 590X367X480
	 48	 20	 100	 120	 140	 150,0	 160	 170,0	 180	 240	 1,13	 5,9	 16,0	 18	 EDM4820.GB	 384X271X293
	 	 30	 150	 180	 210	 225,0	 240	 255,0	 270	 240	 1,70	 8,8	 22,0	 18	 EDM4830.GB	 384X271X293
	 	 40	 200	 240	 280	 300,0	 320	 340,0	 360	 240	 2,26	 11,8	 38,0	 18	 EDM4840.GB	 384X271X293
	 	 50	 250	 300	 350	 375,0	 400	 425,0	 450	 240	 2,82	 14,7	 40,0	 8	 EDM4850M.GB	 590X367X480
	 	 60	 300	 360	 420	 450,0	 480	 510,0	 540	 240	 3,26	 17,0	 44,3	 8	 EDM4860M.GB	 590X367X480
	 	 80	 400	 480	 560	 600,0	 640	 680,0	 720	 240	 4,58	 23,9	 48,5	 8	 EDM4880M.GB	 590X367X480
	 	 100	 500	 600	 700	 750,0	 800	 850,0	 900	 240	 5,80	 31,0	 49,5	 8	 EDM48100M.GB	 590X367X480
	 	 120	 600	 720	 840	 900,0	 960	 1020,0	 1080	 240	 6,77	 35,3	 62,1	 8	 EDM48120M.GB	 590X367X480
	 	 140	 700	 840	 980	 1050,0	 1120	 1190,0	 1260	 240	 7,90	 41,1	 64,0	 8	 EDM48140M.GB	 590X367X480

72	 40	 200	 240	 280	 300,0	 320	 340,0	 360	 240	 3,38	 17,6	 44,0	 8	 EDM7240M.GB	 590X367X480
	 	 50	 250	 300	 350	 375,0	 400	 425,0	 450	 240	 4,23	 22,0	 47,0	 8	 EDM7250M.GB	 590X367X480
	 	 60	 300	 360	 420	 450,0	 480	 510,0	 540	 240	 5,10	 26,4	 56,0	 8	 EDM7260M.GB	 590X367X480
	 	 80	 400	 480	 560	 600,0	 640	 680,0	 720	 240	 6,80	 35,3	 61,0	 8	 EDM7280M.GB	 590X367X480
	 	 100	 500	 600	 700	 750,0	 800	 850,0	 900	 240	 8,50	 44,0	 67,0	 8	 EDM72100M.GB	 590X367X480

80	 40	 200	 240	 280	 300,0	 320	 340,0	 360	 240	 3,80	 19,6	 45,0	 8	 EDM8040M.GB	 590X367X480
	 	 50	 250	 300	 350	 375,0	 400	 425,0	 450	 240	 4,70	 24,5	 47,6	 8	 EDM8050M.GB	 590X367X480
	 	 60	 300	 360	 420	 450,0	 480	 510,0	 540	 240	 5,60	 29,4	 48,5	 8	 EDM8060M.GB	 590X367X480
	 	 80	 400	 480	 560	 600,0	 640	 680,0	 720	 240	 7,50	 39,2	 65,0	 8	 EDM8080M.GB	 590X367X480
	 	 100	 500	 600	 700	 750,0	 800	 850,0	 900	 240	 9,40	 49,0	 71,5	 8	 EDM80100M.GB	 590X367X480
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Flooded batteries - 80% discharge
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13 h
Ah/5h

14 h
Ah/5h

SI
N

G
LE

-P
H

AS
E

* See warranty
conditions
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Accessories
Battery charger programmer MP 
TOP II
This high-tech device, recommended to 
distributors and after sales service centers, 
is necessary to set up and to download the 
data memory of POWER-SWITCH chargers. 
The KIT includes the programmer, cables 
to connect it to the charger and to the PC. 
The SW to be installed on your PC is also 
supplied.
The normal operation is guaranteed by 
the internal lithium battery, thus no other 
power source is necessary. The battery is completely recharged by leaving the 
programmer connected to the USB port of your PC.

languages:  I, D, E, F, UK, NL
Code: MPTOPII

Battery connectors and mains plugs
The chargers are not supplied with battery connectors and mains plugs 
(only the shuko plug for single-phase models up to 16A~ is included). 
Such components are available on request.

The company reserves the right to change/adapt 
the technical and dimensional data of the products 
without prior notice.

 24 60 300 360 420 450 480 510 540 415 1,73 2,9 49,0 8 EDM2460T.GB 590X367X480
  80 400 480 560 600 640 680 720 415 2,30 3,8 53,0 8 EDM2480T.GB 590X367X480
  100 500 600 700 750 800 850 900 415 2,80 4,9 55,0 8 EDM24100T.GB 590X367X480
  120 600 720 840 900 960 1020 1080 415 3,40 5,8 60,0 8 EDM24120T.GB 590X367X480
  140 700 840 980 1050 1120 1190 1260 415 4,00 6,7 66,0 8 EDM24140T.GB 590X367X480
  160 800 960 1120 1200 1280 1360 1440 415 4,60 7,6 69,0 4 EDM24160T.GB 735X520X520
  180 900 1080 1260 1350 1440 1530 1620 415 5,20 8,6 72,0 4 EDM24180T.GB 735X520X520
  200 1000 1200 1400 1500 1600 1700 1800 415 5,70 9,6 76,0 4 EDM24200T.GB 735X520X520

36 60 300 360 420 450 480 510 540 415 2,50 4,3 54,0 8 EDM3660T.GB 590X367X480
  80 400 480 560 600 640 680 720 415 3,30 5,7 57,0 8 EDM3680T.GB 590X367X480
  100 500 600 700 750 800 850 900 415 4,10 7,1 61,0 8 EDM36100T.GB 590X367X480
  120 600 720 840 900 960 1020 1080 415 4,70 8,7 64,0 8 EDM36120T.GB 590X367X480
  140 700 840 980 1050 1120 1190 1260 415 5,60 9,7 69,0 8 EDM36140T.GB 590X367X480
  160 800 960 1120 1200 1280 1360 1440 415 6,70 11,8 73,0 4 EDM36160T.GB 735X520X520
  180 900 1080 1260 1350 1440 1530 1620 415 7,70 13,2 82,0 4 EDM36180T.GB 735X520X520
  200 1000 1200 1400 1500 1600 1700 1800 415 8,50 14,8 85,0 4 EDM36200T.GB 735X520X520

48 60 300 360 420 450 480 510 540 415 3,30 5,8 58,0 8 EDM4860T.GB 590X367X480
  80 400 480 560 600 640 680 720 415 4,20 7,3 61,0 8 EDM4880T.GB 590X367X480
  100 500 600 700 750 800 850 900 415 5,30 9,4 66,0 8 EDM48100T.GB 590X367X480
  120 600 720 840 900 960 1020 1080 415 6,50 11,5 71,0 8 EDM48120T.GB 590X367X480
  140 700 840 980 1050 1120 1190 1260 415 7,50 13,0 79,0 8 EDM48140T.GB 590x380xh480
  160 800 960 1120 1200 1280 1360 1440 415 8,70 15,1 88,0 4 EDM48160T.GB 735X520X520
  180 900 1080 1260 1350 1440 1530 1620 415 9,70 17,2 95,0 4 EDM48180T.GB 735X520X520
  200 1000 1200 1400 1500 1600 1700 1800 415 11,00 19,2 105,0 4 EDM48200T.GB 735X520X520

72 60 300 360 420 450 480 510 540 415 4,70 8,4 72,0 8 EDM7260T.GB 590X367X480
  80 400 480 560 600 640 680 720 415 6,30 11,0 76,0 8 EDM7280T.GB 590X367X480
  100 500 600 700 750 800 850 900 415 7,90 14,0 81,0 8 EDM72100T.GB 590X367X480
  120 600 720 840 900 960 1020 1080 415 9,50 17,2 88,0 8 EDM72120T.GB 590X367X480
  140 700 840 980 1050 1120 1190 1260 415 10,90 19,6 90,0 4 EDM72140T.GB 735X520X520
  160 800 960 1120 1200 1280 1360 1440 415 12,60 22,0 95,0 4 EDM72160T.GB 735X520X520
  180 900 1080 1260 1350 1440 1530 1620 415 14,20 24,9 102,0 4 EDM72180T.GB 735X520X520
  200 1000 1200 1400 1500 1600 1700 1800 415 15,70 27,6 110,0 4 EDM72200T.GB 735X520X520

80 60 300 360 420 450 480 510 540 415 5,30 9,4 75,0 8 EDM8060T.GB 590X367X480
  80 400 480 560 600 640 680 720 415 7,10 12,4 81,0 8 EDM8080T.GB 590X367X480
  100 500 600 700 750 800 850 900 415 8,70 15,7 86,0 8 EDM80100T.GB 590X367X480
  120 600 720 840 900 960 1020 1080 415 10,50 19,2 94,0 8 EDM80120T.GB 590X367X480
  140 700 840 980 1050 1120 1190 1260 415 12,10 21,6 98,0 4 EDM80140T.GB 735X520X520
  160 800 960 1120 1200 1280 1360 1440 415 14,00 24,4 103,0 4 EDM80160T.GB 735X520X520
  180 900 1080 1260 1350 1440 1530 1620 415 15,70 27,6 108,0 4 EDM80180T.GB 735X520X520
  200 1000 1200 1400 1500 1600 1700 1800 415 17,40 30,7 112,0 4 EDM80200T.GB 735X520X520
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Charger type
(for United Kingdom

market only)
Dimensions

LxWxH [mm]

Rechargeable capacity

Flooded batteries - 80% discharge

8 h
Ah/5h

9 h
Ah/5h

10 h
Ah/5h

11 h
Ah/5h

12 h
Ah/5h

13 h
Ah/5h

14 h
Ah/5h
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for sales & service please contact
Battery Service Hub Ltd

tel       | 01858 433008
fax      | 01858 433563
email | info@batteryservicehub.com

www.batteryservicehub.com


